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UNDISTURBED EARTH

NOTE

ALL UNDERDRAINS TO BE DAYLIGHTED

TO THE RIGHT-OF-WAY WHERE POSSIBLE OR IN

LOCATION RESPECTFUL OF NEIGHBORING

PROPERTIES (SHOW OUTFALL LOCATION ON

CONSTRUCTION PLAN)

NESTED BIORETENTION BASIN

TURF COVER

(ADDITIONAL

PONDING AREA)

CONCENTRATED INFLOW

PRETREATMENT AS

REQUIRED

 PLAN VIEW

SECTION VIEW

6" MIN. BEDDING COURSE

(ASTM D448 #57 STONE)

ENGINEERING SOIL MIX

6" PERFORATED DRAIN PIPE

(REQUIRED UNLESS SOIL SHOWN TO INFILTRATE

MIN. OF 0.5" PER HOUR PER APPENDIX C OF THE

DRAINAGE CRITERIA MANUAL.)
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EMERGENCY

OVERFLOW

ROOF DRAIN WITH

PARAPET WELL

PERFORATED ALUMINUM

CURB (TYP.)

w/DRAINAGE FABRIC

ROOF DECK WITH VAPOR BARRIER

AND ROOF STRUCTURE

WATERPROOF MEMBRANE (TYP.)

ROOT BARRIER (TYP.)

PROTECTION LAYER (TYP.)

LEAK DETECTION SYSTEM (OPTIONAL)

THERMAL INSULATION (OPTIONAL)

PLANTS: PERENNIALS AND SHRUBS

EROSION CONTROL (WIND BLANKET

OR JUTE MESH)

MIN. 6" TO 12" GROWTH MEDIUM (TYP.)

FILTER FABRIC

DRAINAGE: MIN 6" GRANULAR

FILTER FABRIC (OPTIONAL)

ALUMINUM CURBING

GRAVEL (OPTIONAL)

VEGETATION-FREE STRIP

GRAVEL, PAVERS (TYP.)

        TYPICAL SECTION
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SUBGRADE

(TYPICALLY NOT COMPACTED. IF COMPACTION

IS NECESSARY TO STABILIZE THE SUBGRADE,

AN UNDERDRAIN SYSYEM IS REQUIRED)

MODULAR BLOCK PAVING

SYSTEM OR INTERLOCKING

CONCRETE PAVERS

PERVIOUS JOINT MATERIAL

(SAND OR GRAVEL)

PER MANUFACTURER
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6" MIN. BEDDING COURSE

(ASTM D448 #57 STONE)

2" MIN. BEDDING COURSE

(ASTM D448 #8 STONE)

6" PERFORATED DRAIN PIPE

(REQUIRED UNLESS SOIL SHOWN TO INFILTRATE

MIN. OF 0.5" PER HOUR PER APPENDIX C OF THE

DRAINAGE CRITERIA MANUAL.)

PERVIOUS ASPHALT OR

CONCRETE (DEPTH AND MIX DESIGN SHALL BE

DETERMINED BY PROFESSIONAL ENGINEER
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2" MIN. BEDDING COURSE

(ASTM D448 #8 STONE)

TYPICAL PERMEABLE ASPHALT PAVEMENT SECTION

NON-WOVEN GEOTEXTILE

FILTER FABRIC

PLASTIC RING OR

GRID PAVER

FILL CELLS WITH WASHED

GRAVEL (ASTM #8 STONE)

OR AS RECOMMENDED BY

THE MANUFACTURER
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TYPICAL REINFORCED GRAVEL PAVEMENT SECTION

TYPICAL MODULAR BLOCK PAVEMENT SECTION
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NOTE

ALL UNDERDRAINS TO BE DAYLIGHTED
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